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Numero Ordine: 51901458
Campo testo libero 2: 19,0 Zoll (4:3) Multitouch-Monitor
Produttore: TL Electronic, Bergkirchen-Feldgeding

R19L100-SPM169

Prezzo su richiesta
Prezzi più IVA più spese di spedizione

Tempi di consegna: su richiesta

Informazione prodotto "R19L100-SPM169"

Robust industrial monitor made of brushed stainless steel Protection class IP69K all around incl. interfaces Easy to clean and corrosion resistant
Designed for industrial applications in continuous operation Easy installation with rear VESA mounting interface Perfect for food, chemical,
pharmaceutical industry, medical technology, process engineering, plant construction etc. Long-term availability

article group specification: 519

Manufacturer: WM

Manufacturer: Winmate

series name: ES-Serie

Manufacturer item number: R19L100-SPM169

mechanics: Chassis Edelstahl / stainless steel (VES

dimensions width: 46,74

dimensions height: 39,2

dimensions depth: 5,66

Material Front : Edelstahl / stainless steel

protection front: IP69K

protection device: IP69K

colour: Edelstahl gebürstet / brushed stainless

controls: 5 Keys: -, +, Power, Esc, Enter

VESA-Mounting Interface: VESA 100 x 100 mm

mounting: Tragarm-, Standfuß-, Wandmontage / Suppo

Display-diagonal (inch): 19

aspect ratio: 4:3

resolution: 1280 x 1024

brightness: 250 cd/m²

contrast: 1000:1

Display-Technology: LCD, LED Backlight

https://www.tl-electronic.it/payment/dispatch
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Touch-Screen or glass: Projected Capactive / Multi-Touch

Touch Interface: USB

Manufacturer controller: P-CAP Touchcontroller

voltage input DC: 12 V/DC

voltage input AC: 100 - 240 V/AC

external power supply: 12 V/DC, 100 - 240 V/AC, IP65

input: 36 Watt

VGA: 1 x 12-pin (IP65)

DVI: 1 x DVI (optional)

HDMI: 1 x HDMI (optional)

Video: 1 x Composite (optional)

operating temperatur min.: 0°C

operating temperatur max.: 45°C

warranty: 24 Monate / 24 months

Link correlati a "R19L100-SPM169"

- Avete domande relative a questo prodotto?
- Ulteriori prodotti di TL Electronic, Bergkirchen-Feldgeding

Download disponibili:

Download CE Konformitätserklärung DoC LCD WM 19-Vu-x-y-z_20190130
Download CE_Industrie-LCD WM-Serie Gebrauchsanleitung 20190130
Download Drawing Industrie-LCD WM 19-V-69K-ES-MTU 221219

https://www.tl-electronic.it/tl-electronic-bergkirchen-feldgeding/
https://www.tl-electronic.it/media/pdf/79/44/25/51901458_CEKonformit_tserkl_rungDoCLCDWM19-Vu-x-y-z_20190130.pdf
https://www.tl-electronic.it/media/pdf/d9/89/07/51901458_CE_Industrie-LCDWM-SerieGebrauchsanleitung20190130.pdf
https://www.tl-electronic.it/media/pdf/0c/40/1d/51901458_DRAWINGINDUSTRIE-LCDWM19-V-69K-ES-MTU221219.pdf
mailto:info@tl-electronic.de

