l kme.ccrronic eheda tenica di IBDRWIODEL

Numero Ordine: 15000586

Campo testo libero 2: DIN Rail Embedded-PC der EmbeddedLine-
Serie, Intel Celeron N6210

Produttore: Winmate

Peso:1.5 kg

Altezza:15.2 cm

Larghezza:6.54 cm

Lunghezza:13.9 cm

IBDRW100-EL

Prezzo su richiesta

Prezzi piu IVA piu spese di spedizione

Tempi di consegna: su richiesta

Informazione prodotto "IBDRW100-EL"

Embedded Industrial PC for professional DIN Rail use Industrial computer in sturdy aluminium housing Shock and vibration resistant Designed for
industrial applications in continuous operation Easy installation with DIN Rail kit Long-term availability

article group specification: 150
Manufacturer: WM
Matchcode manufacturer: nein
Manufacturer: Winmate

series name:

EmbeddedLine

Manufacturer item number: IBDRW100-EL
mechanics: Embedded-PC
dimensions width: 13,9
dimensions height: 6,54
dimensions depth: 15,2

Material housing:
protection front:

protection device:

Aluminium / aluminium
IP40
IP40

colour: dunkelgrau ahnlich RAL7022 / dark grey a
controls: 1 Key: Power
wall mounting: Ja/yes

cooling: lGfterlos / fanless
DIN-Rail: Ja/yes

CPU Typ : Celeron

CPU Model : N6210

CPU 64bit : Ja

CPU speed: 1,20 GHz
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Scheda tecnica di IBDRW100-EL

CPU cores:

CPU socket:

RAM size (MB):

RAM Number of benches:
RAM Typ :

RAM speed:

Grafik Controller:

Ethernet Controller:
safety:

Digital I/O :

SSD design:

SSD max. number:

SSD capacity (GB):
Display:

USB:

LAN:

Audio :

Seriell :

serial:

Digitale 1/O :

controls:

voltage input DC:

WLAN:

operating-system support:
operating temperatur min.:
operating temperatur min.:

warranty:

Link correlati a "IBDRW100-EL"

- Avete domande relative a questo prodotto?
- Ulteriori prodotti di Winmate

Download disponibili:

2

FCBGA1493

4096

1

SO-DDR4

3200

Intel UHD Gen 10 Graphics
4 x Intel Ethernet Controller
TPM 2.0

Ja/yes

M.2

1

128

1x VGA

4 x USB 3.2 Gen.1 (Type-A)
4x RJ45 - 10/100/1000 Mbps
Line-Out, Line-In, Mic in

1 x RS-232/422/485

1 x RS-232/422/485
Optional / optional

Power On/Off

9-36 V/DC

Optional / optional

Optional / optional

-20°C

60°C

24 Monate / 24 months

Download Drawing Embedded-Industrie-PC DR2100-EL (DIN Rail) 12092022

Download CE Konformitatserklarung DoC Tablet-PC DR2100-EL 08092022
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