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1. Fintek CANBus DLL Control APIs 

1.1 Support Fintek CANBus IC 

 F81601/F81602/F81604 

1.2 Function List 

This section provides the specifications of all Fintek CANBus functions and structures. All APIs use the naming 

convention FintekCanbus_xxx specific to below table: 

 

ID Function Name 

1.2.1 FintekCanbus_Open 

1.2.2 FintekCanbus_Close 

1.2.3 FintekCanbus_SetBaudRate 

1.2.4 FintekCanbus_GetBaudRate 

1.2.5 FintekCanbus_SetId 

1.2.6 FintekCanbus_SetFilter 

1.2.7 FintekCanbus_ClearFilter 

1.2.8 FintekCanbus_Send 

1.2.9 FintekCanbus_Receive 

1.2.10 FintekCanbus_GetIdVal 

 

1.2.1 FintekCanbus_Open 

long FintekCanbus_Open(IN char* sComPortNumber); 

Function: Open Canbus virtual COM Port. 

Parameters: 

sComPortNumber: COM port number. 

Return Value: 

If the function succeeds, the return value is zero. If the function fails, the return value is nonzero and the error 

code generated by the API. You can find more information about error codes at the section 1.3 of the document. 



 

      

    3/10/2020 

Fintek  

The information contained herein is the exclusive proprietary information of Feature Integration Technology Inc., is provided for customer’s 

internal use only, and shall not be disclosed, distributed to any third party or reproduced in whole or in part by any third party without the prior 

written permission of Feature Integration Technology Inc. 本資料為精拓科技股份有限公司之智慧財產權，僅供客戶內部使用；非經精拓

科技股份有限公司事前書面授權許可，不得透露、散佈予任何第三人或使任何第三人使用本資料之全部或一部，或將之複印、複製或

轉變成其它任何形式使用。 

 

3 

1.2.2 FintekCanbus_Close 

long FintekCanbus_Close(IN char* sComPortNumber); 

Function: Close Canbus virtual COM Port. 

Parameters: 

sComPortNumber: COM port number. 

Return Value: 

If the function succeeds, the return value is zero. If the function fails, the return value is nonzero and the error 

code generated by the API. You can find more information about error codes at the section 1.3 of the document. 

 

1.2.3 FintekCanbus_SetBaudRate 

long FintekCanbus_SetBaudRate(IN char* sComPortNumber, IN DWORD BaudRate); 

Function: Set Canbus port Baud Rate. 

Parameters: 

sComPortNumber: COM port number. 

BaudRate: 

 1M:1000 

800K:800 

500K:500 

250K:250 

100K:100 

50K:50 

20K:20 

10K:10 

Return Value: 

If the function succeeds, the return value is zero. If the function fails, the return value is nonzero and the error 

code generated by the API. You can find more information about error codes at the section 1.3 of the document. 
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1.2.4 FintekCanbus_GetBaudRate 

long FintekCanbus_GetBaudRate(IN char* sComPortNumber, OUT DWORD* BaudRate); 

Function: Get Canbus port Baud Rate. 

Parameters: 

sComPortNumber: COM port number. 

*BaudRate: 

 1M:1000 

800K:800 

500K:500 

250K:250 

100K:100 

50K:50 

20K:20 

10K:10 

Return Value: 

If the function succeeds, the return value is zero. If the function fails, the return value is nonzero and the error 

code generated by the API. You can find more information about error codes at the section 1.3 of the document. 

 

1.2.5 FintekCanbus_SetId 

long FintekCanbus_SetId(IN char* sComPortNumber, IN CanFrameFormat type, IN DWORD id); 

Function: Set Canbus id.  

Parameters: 

sComPortNumber: COM port number. 

type: An CanFrameFormat enumerated type specifying the CAN protoctol with 11bit or 29bit. 

enum class CanFrameFormat { 

   CP_29Bit, 

   CP_11Bit 

}; 

id: Specified the id. 

Return Value: 

If the function succeeds, the return value is zero. If the function fails, the return value is nonzero and the error 

code generated by the API. You can find more information about error codes at the section 1.3 of the document. 
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1.2.6 FintekCanbus_SetFilter 

long FintekCanbus_SetFilter(IN char* sComPortNumber, IN DWORD pattern, IN DWORD mask); 

Function: Set Canbus port Filter.  

Parameters: 

sComPortNumber: COM port number. 

pattern: Specified CAN ID pattern to filter. 

mask: Specified the mask for filter. 

Return Value: 

If the function succeeds, the return value is zero. If the function fails, the return value is nonzero and the error 

code generated by the API. You can find more information about error codes at the section 1.3 of the document. 

 

1.2.7 FintekCanbus_ ClearFilter 

long FintekCanbus_ClearFilter(IN char* sComPortNumber); 

Function: Clear Canbus port Filter.  

Parameters: 

sComPortNumber: COM port number. 

Return Value: 

If the function succeeds, the return value is zero. If the function fails, the return value is nonzero and the error 

code generated by the API. You can find more information about error codes at the section 1.3 of the document. 

 

1.2.8 FintekCanbus_Send 

long FintekCanbus_Send(IN char* sComPortNumber, CanFrameInfor* msg); 

Function: Send Canbus frame to virtual COM Port. 

Parameters: 

sComPortNumber: COM port number. 

msg: The send frame, include frame format, frame id, frame length and frame data. 

 struct  CanFrameInfor { 

   CanFrameFormat type; 

   BYTE rtr; 

   DWORD id; 



 

      

    3/10/2020 

Fintek  

The information contained herein is the exclusive proprietary information of Feature Integration Technology Inc., is provided for customer’s 

internal use only, and shall not be disclosed, distributed to any third party or reproduced in whole or in part by any third party without the prior 

written permission of Feature Integration Technology Inc. 本資料為精拓科技股份有限公司之智慧財產權，僅供客戶內部使用；非經精拓

科技股份有限公司事前書面授權許可，不得透露、散佈予任何第三人或使任何第三人使用本資料之全部或一部，或將之複印、複製或

轉變成其它任何形式使用。 

 

6 

   BYTE data_len; 

   BYTE data[CANBUS_MAX_DATA_SIZE]; 

 }; 

enum class CanFrameFormat { 

   CP_29Bit, 

   CP_11Bit 

}; 

 

Return Value: 

If the function succeeds, the return value is zero. If the function fails, the return value is nonzero and the error 

code generated by the API. You can find more information about error codes at the section 1.3 of the document. 

 

1.2.9 FintekCanbus_Receive 

long FintekCanbus_Receive(IN char* sComPortNumber, IN CanFrameInforProc callback); 

Function: Receive Canbus frame to virtual COM Port. 

Parameters: 

sComPortNumber: COM port number. 

callback: 

typedef void(CALLBACK *CanFrameInforProc)(long error, CanFrameInfor* msg); 

 struct  CanFrameInfor { 

   CanFrameFormat type; 

   BYTE rtr; 

   DWORD id; 

   BYTE data_len; 

   BYTE data[CANBUS_MAX_DATA_SIZE]; 

 }; 

enum class CanFrameFormat { 

   CP_29Bit, 

   CP_11Bit 

}; 

 

Return Value: 

If the function succeeds, the return value is zero. If the function fails, the callback parameter “error” is nonzero 

and the error code generated by it. You can find more information about error codes at the section 1.3 of the document. 
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1.2.10 FintekCanbus_GetIdVal (F81601 only) 

long FintekCanbus_GetIdVal(IN char* sComPortNumber, OUT UCHAR* IdVal); 

Function: Get F81601 id value from ID pins, this API is only support for F81601. 

Parameters: 

sComPortNumber: COM port number. 

* IdVal: 0~7. 

 

Return Value: 

If the function succeeds, the return value is zero. If the function fails, the return value is nonzero and the error 

code generated by the API. You can find more information about error codes at the section 1.3 of the document. 

 

1.3 Error Codes 

The below table lists errors that Fintek CANBus functions API returns in response to calls. 

 

Error Code Description 

0x80000007 Thread ERROR 

0x8005FFFF F8160X FATAL ERROR(bus off) 

0x80050FFF CAN BUFFER FULL 

0x800500XX CAN ERROR bit[2]: EW bit[3]: DO bit[5]: EP bit[6]: AL 

0x80060002 INVALID HANDLE VALUE 

0x80060003 No response from device 

0x80060008 CAN function called fail 

0x80060101 CAN communication fail 

0x80060201 Write fail 

0x80060202 Read fail 

 


